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CLOAK

Cloak is a sleek, modular LED pendant. The design is collaboration between 3 local workshops working
together to create a unified design that showcases the beauty of solid timber while providing high-quality
and high-output lighting. Cloak is designed with customisable hardwood timber panels which allow for
faster manufacture than some of our other pendant designs. The high output, low-glare, UGR19 compatible
system, makes it an incredible choice for commercial spaces.

Size
Standard Lengths

Material
Input Power
CRI

CCT

Wattage and Lumens

Mounting
Lead Time

Warranty

Ordering Options

Timber

40 x 55mm
850 / 1130 / 1695 / 2250mm

Solid Hardwood, Aluminium
240V - 24VDC Transformer
90

3000K, 3500K, 4000K

850mm - 28W - 2500Im
1130mm - 38W - 3370Im
1695mm - 56W - 5000Im
2250mm - 76W - 6700Im

Suspended on 8mm rod or 3mm conductive cable on request

4 weeks for in-stock pendants
6-8 weeks for custom builds

3 Years on timber and electrical

Camphorlaurel

Brass Powdercoat

Custom Timber or Finish

Please specify your order using the codes below (example TU - B - L12 - 1- 27K - TR - 70W - CS - 2.5m)

Fitting  Timber Selection Length Trim Colour CCT

CL White Oak (WO) 850mm (L850) White (1) 3000K (3K)
Camphor Laurel (CL) 1130mm (L1130) Black (2) 3500K (35K)
Silky Oak (SO) 1695mm (L1690)  Brass PC(3)  4000K (4K)

Custom (C)

Updated September 2020

2250mm (2250)
Custom (__m)

Dimming Options

Leading/Trailing (TR)
Dali Dim (DD)
1-10V DC Control (DC)
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Dimensions

= | A

200
40 /EEEEEEEEEEEEEEEEEESEEEEEEEEEEEEEEEEEEEEEEE(
850 - 2250mm
Mounting
Ceiling Plate Ceiling Plate
@70 x 5mm @110 x 5mm

Mounting Drop Length
@70mm White (70W) Custom (__m)
@70mm Black (70B)

@110mm White (110W)

@110mm Black (110B)
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CLOAK Install Instructions

Cloak is a ceiling mounted pendant. One cable is a live conductive cable which will need to be
connected to a remote driver placed in the ceiling. The other cables are non-live suspension
cables. Two ceiling plate options are available depending on the ceiling access available.

Pendant Installation

< Remote Driver

« Conductive Suspension
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Mounting Plate Options Installation
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Ceiling Plate Ceiling Plate

@70 x Smm @110 x 5mm
Suitable for full Suitable for limited
ceiling access to ceiling access to
place the remote place the remote
driver from above driver from below
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